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Biometric
Sensor Type
Template
Extractor / Matcher
RF Option

CPU
Memory
LED
Sound
RS-485
Tamper
Power
Operating Temperature
Operating Humidity
Dimensions (WxHxD, mm)
Weight
Certificates

Fingerprint
Optical Sensor (OP6)
SUPREMA / ISO 19794-2 / ANSI 378
MINEX certified and compliant
125kHz EM & 13.56MHz MIFARE, 
MIFARE Plus, DESFire/EV1, FeliCa, NFC
1.0 GHz 
32MB Flash + 32MB RAM
Multi-Color
Multi-tone Buzzer
1ch Slave, OSDP V2.1.6
Supported
DC 12V
-20°C ~ 50°C
0% ~ 80%, non-condensing
50 x 164 x 37.5
158g
CE, FCC, KC, RoHS, REACH, WEEE

Multi RFID card reading

• LF(125kHz), HF(13.56MHz) dual-band
• Reads all primary card types
 (EM, MIFARE, MIFARE Plus, DESFire/EV1, FeliCa, NFC)

USB

TCP/IP

WAN

WAN

TCP/IP

BioStar 2 Server
Web Browser

(BioStar 2 Client)

Remote Access

Internet

Web Browser
(BioStar 2 Client)

BioStar 2 Mobile

BioMini
(Fingerprint Enrollment Device)

DE-620
(Smartcard Reader/Writer)

Standardized communication
• Open Supervised Device Protocol (OSDP) 

Field-proven fingerprint technology
• Latest Suprema fingerprint algorithm
• High-precision OP5 optical sensor

Mobile Card reading 

• Support NFC mobile card with BioStar 2 Mobile App
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